CROSS SECTION

COBBLES TO HOLD DOWN TRAY AND FABRIC

RAIN GARDEN

MESH COVERING

STANDARD PROPAGATION FLAT OR WEB TRAY

SEW MESH TO TRAY IF NEEDED

DRAIN HOLE (TYP) APPROXIMATELY 10≈1/4"Ø

INSTALL COBBLES TO HOLD DOWN TRAY AND FABRIC

≈ APPROXIMATELY 10 RANDOMLY SPACED DRAIN HOLES MIN 1/4"Ø

PLACE GEOTEXTILE FABRIC, WINDOW SCREEN MESH OR OTHER COVERING OVER ENTIRE BOTTOM TO CAPTURE SOIL BUT ALLOW WATER TO PASS

STANDARD PROPAGATION FLAT, OR WEB TRAY OR EQUAL APPROXIMATELY 11"X22"X2.4"

PLAN VIEW

CLIENT
SHINGLE CREEK/WEST MISSISSIPPI WATERSHED COMMISSION

PROJECT
STAUNER SEDIMENT TRAP

REV DWN APP REV DATE OWN BY CHK'D APP'D Dwg Date Feb, 2009 Project No. 1240-84 SHEET NO. FIGURE 2 SCALE NOT TO SCALE
A CVE EAM 02-16-2009 CVE EAM A